STOTHERM CLADDING SYSTEM - SHOWN DASHED
SELECTED ALU. ENTRY DOOR JOINERY
REMOVABLE CHANNEL COVER
CHANNEL COVER SUPPORT BRACKETS

DRAINAGE CHANNEL FALL ALONG LENGTH TO OUTLET
REMOVABLE CHANNEL COVER

FLASHING TAPE TAPE OVER SILL AND MIN. 100mm UP FRAME
FINISH AT BOTTOM EDGE OF SILL SUPPORT BAR
SELECTED FLOOR FINISH
CONTINUOUS AIR SEAL
FLASHING TAPE

WANZ SUPPORT BAR WITH VENTILATION/DRAINAGE HOLES INSTALLED TO MANUFACTURERS RECOMMENDATIONS UNDER DOOR TRIM BY BUILDER

NOTE
REFER TO E2/AS1 FIG. 17 A,B,C & D INCLUDING SECTION 9.1.10

STOTHERM INSULATED FACADE SYSTEM
LEVEL ENTRY THRESHOLD DETAIL

ST 409
2017

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.