STOTHERM RENDER SYSTEM
20mm DRAINED CAVITY STOTHERM PANEL
WALL UNDERLAY CONTINUOUS AROUND CORNERS, POLYPROPYLENE FLASHING TAPE APPLIED TO PROTECT WALL UNDERLAY 75mm MIN.WIDE
STO THERM 20mm VH CAVITY BATTEN
MS SEALANT ON PEF ROD
STO 6mm PREMESHEO FINISHING EDGE AND END CAP
SEALANT TO JUNCTION
PROPRIETARY MANUF. STONE CLADDING OVER ADHESIVE MORTAR ON 9mm ETERPAN FIXED ACCORDING TO ETERPAN CONSTR. DETAILS

NOTE: FINISH STOTHERM CLADDING SYSTEM BEFORE INSTALLING STONE CLADDING
STOTHERM SYSTEM

STOTHERM INSULATED FACADE SYSTEM

EXT. CORNER MANUF. STONE/STOTHERM - OPT 2

ST 841

2017

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.
STOTHERM INSULATED FACADE SYSTEM

STOTHERM PANEL FIXING
STOTHERM 20mm VH CAVITY BATTEN
ADHESIVE FIX TO FC SHEET
STO uPVC CORNER ANGLE OVER FC SHEET
MS SEALANT ON PEF ROD

NOTE: FINISH STOTHERM CLADDING SYSTEM BEFORE INSTALLING STONE CLADDING

STOTHERM PANEL
STOTHERM RENDER SYSTEM
20mm DRAINED CAVITY
WALL UNDERLAY CONTINUOUS AROUND CORNERS, POLY PROPYLENE FLASHING TAPE APPLIED TO PROTECT WALL UNDERLAY 75mm MIN. WIDE

STOTHERM PANEL FIXING
STOTHERM 20mm VH CAVITY BATTEN
ADHESIVE FIX TO FC SHEET
STO uPVC CORNER ANGLE OVER FC SHEET
MS SEALANT ON PEF ROD

PROPRIETARY SCHIST OR MANUF. STONE VENEER CLADDING OVER ADHESIVE MORTAR ON 9mm ETERPAN FIXED ACCORDING TO ETERPAN CONSTR. DETAILS

NOTE: FINISH STOTHERM CLADDING SYSTEM BEFORE INSTALLING STONE CLADDING

STOTHERM SYSTEM
EXT.CORNER - SCHIST or STONE VENEER/STOTHERM

ST 842
2017

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanze Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.
STOTHERM PANEL JOINTS TO BE TIGHT BUTTED AND FLUSH FILLED WITH ADHESIVE FOAM TAKING CARE NOT TO FILL THE CAVITY

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.
The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.
STOTHERM INSULATED FACADE SYSTEM
INT.CNR SCHIST or STONE VENEER/STOTHERM

STOTHERM PANEL
STOTHERM RENDER SYSTEM
20mm DRAINED CAVITY
WALL UNDERLAY CONTINUOUS AROUND CORNERS
STOTHERM PANEL
MS SEALANT ON PEF ROD
PROPRIETARY SCHIST OR STONE VENEER CLADDING OVER ADHESIVE MORTAR ON 9mm ETERPAN FIXED ACCORDING TO ETERPAN CONST. DETAILS

NOTE: INSTALL FC SHEET AND FINISH STOTHERM CLADDING SYSTEM BEFORE INSTALLING STONE

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.
The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.
STOTHERM INSULATED FACADE SYSTEM

VERT. JUNCTION - SCHIST or STONE VENEER/STOTHERM

STOTHERM SYSTEM

STOTHERM 20mm VH CAVITY BATTEN
STOTHERM FIXING
STOTHERM PANEL
STOTHERM RENDER SYSTEM
STO uPVC END CAP
STO 6mm PREMESHED FINISHING EDGE
MS SEALANT ON PEF ROD

MS SEALANT ON
PEF ROD

STOTHERM 20mm
VH CAVITY BATTEN

STOTHERM FIXING

STOTHERM PANEL
STOTHERM RENDER SYSTEM
STO uPVC END CAP
STO 6mm PREMESHED FINISHING EDGE
MS SEALANT ON PEF ROD

STOTHERM 20mm VH CAVITY BATTEN
STOTHERM FIXING
STOTHERM PANEL
STOTHERM RENDER SYSTEM
STO uPVC END CAP
STO 6mm PREMESHED FINISHING EDGE
MS SEALANT ON PEF ROD

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.
The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanzt Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.
The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.