FLASHMAN ALUMINIUM MITRE SOAKER SUPPLIED BY FLASHMAN INSTALLED BY BUILDER

AIRSEAL ON PEF ROD GAP 7.5-8mm APPROX.
WALL UNDERLAY RETURNED INTO OPENINGS & FLASHING TAPE CONTINUOUS ALONG SILL MIN 100mm UP JAMBS & 50mm ONTO FACE OF WALL UNDERLAY
14 GAUGE HOT DIP GALV.(316SS WHERE REQ.) S.T.H.C SCREWS @ 600mm CTRS. WITH 65mm MIN. FRAME PENETRATION. SUPPLIED BY FLASHMAN

25mm MIN. FROM OUTSIDE FACE OF THE FRAMING LINE TO THE BACK OF WINDOW FLANGE
SUPPORT PACKER
FLASHMAN BACK PLATE - SHOWN DASHED
FLASHMAN EXTRUDED ALU. EURO SILL WITH END CAP - SHOWN DASHED
ALT.METRO SILL - SHOWN DASHED

STOTHERM PANEL FIXING
STOTHERM RENDER SYSTEM

STOTHERM SYSTEM

STOTHERM INSULATED FACADE SYSTEM

FLASHMAN SILL FLASHING

20mm DRAINED CAVITY
STO STICK ON JOINERY CONNECTOR 8mm MIN.
H3.1 PACKER SUPPLIED AND INSTALLED BY FLASHMAN

TIMBER FRAMING TO NZS 3604

ST 879

2017

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.