
MIN. H1.2 TREATED

FLOOR JOISTS

2
0

5
0

100mm DRAPE TO

DOUBLE-SIDED PERFORATED

FOIL INSULATION R = 0.9 -

REFER NZBC - Clause H1

2/NAIL LAMINATED FLOOR JOISTS

UNDER LOAD BEARING WALLS

STO uPVC VENTED

ADJUSTABLE FOOT TRAY

WALL UNDERLAY

STOTHERM 20mm VH CAVITY

BATTEN

STOTHERM PLASTER

SYSTEM

STOTHERM PANEL FIXING

STOTHERM PANEL

H4 TREATED BASEBOARDS WITH

20mm CONTINUOUS SUB FLOOR

VENTILATION GAP BETWEEN

H3.2 TREATED BEARER, H5

TREATED PILE - REFER NZS 3604

FOR TIMBER & PILE SETOUT

NOTE:

FOR CLEARANCE BETWEEN

CLADDING AND ADJACENT GROUND

- REFER NZS3604

The information contained in this detail is based on our experience and testing and represents the latest information available at the date of

issue.  This detail is intended for use by the design professional and users of Sto products to assist in developing specific project details to be

used in conjunction with a Sto Specification. We reserve the right to alter or update information at any time without prior notice & it is the

responsibility of the specifier and/or the project manager to insure that they have the current Sto details and specifications.
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