The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.
STOTHERM Masonry Insulation System

Parallel Apron Flashing at Parapet

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.
NOTE: EAVE FLASHING REQUIRED WHERE
- ROOF SLOPE IS 10° OR LESS
- SOFFIT WIDTH IS 100mm OR LESS
- WIND ZONES ARE VERY HIGH or EXTRA HIGH
NOTE: EAVE FLASHING REQUIRED WHERE
- ROOF SLOPE IS 10° OR LESS
- SOFFIT WIDTH IS 100mm OR LESS
- WIND ZONES ARE VERY HIGH or EXTRA HIGH

STOTHERM MASONRY INSULATION SYSTEM
EAVES WITH NO OVERHANG

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.
NOTE: INSTALL DIVERTER FLASHING AT ROOF/GUTTER JUNCTION

STOTHERM MASONRY INSULATION RENDER SYSTEM
SELECTED CONC.BLOCK
BRUSH STOFLEXYL OVER BLOCKS 50mm MIN.

2 PART METAL FLASHING
MECHANICALLY FIXED THROUGH BOTH FLASHINGS OVER 25mm PIR INSULATION

STO ADHESIVE RENDER

TIMBER ROOF STRUCTURE AS PER NZS 3604

STOTHERM MASONRY INSULATION SYSTEM
PARALLEL APRON FLASHING

SCALE 1:5

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanż Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.
Refer E2/AS1 Table 7
TIMBER ROOF STRUCTURE AS PER NZS 3604

2 PART METAL FLASHING MECHANICALLY FIXED TO WALL THROUGH BOTH FLASHINGS
SELECTED STOTHERM PANEL WITH FOOT TRAY
STOTHERM MASONRY INSULATION RENDER SYSTEM
SELECTED CONC.BLOCK
BRUSH STOFLEXYL OVER BLOCKS 50mm MIN.
STO ADHESIVE RENDER
STOTHERM MASONRY INSULATION SYSTEM
TRANSVERSE APRON FLASHING
25mm MIN. PIR INSULATION

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.
The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.
SELECTED MEMBRANE FINISH OVER H3°C FACED PLYWOOD LAID TO A 1:30MIN. FALL GLUE & SCREW TO TIMBER FRAMING, ALL EDGES SUPPORTED

MIN. 5mm RADIUS TO PLYWOOD 50mm MIN. LAP - REFER E2/AS1

STO uPVC END CAP

H3.1 FASCIA BOARD.

MS SEALANT AND PEF ROD or STO JOINT SEAL TAPE

STO ADHESIVE RENDER

STOTHERM MASONRY INSULATION RENDER SYSTEM

SELECTED CONC.BLOCK

STOTHERM MASONRY INSULATION SYSTEM

FACE FIXED FASCIA/MEMBRANE ROOF

STO MASONRY

STM 707

2017

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.