STOTHERM MASONRY INSULATION RENDER SYSTEM

- SELECTED STOTHERM PANEL
- STO ADHESIVE MORTAR
- SELECTED CONC.BLOCK
- DPC
- STO uPVC MESHED CORNER ANGLE
- STOTHERM MASONRY INSULATION RENDER SYSTEM
- STO ADHESIVE RENDER
- SELECTED STOTHERM PANEL
- BACK FLASHING
- STO uPVC END CAP
- STO JOINT SEAL OR PEF ROD 6mm MIN.GAP MS SEALANT
- E2/AS1 COMPLIANT FLASHING
- PROFILED FOAM CLOSURE STRIP UNDER CLADDING
- NOMINAL H3.1 TIMBER BATTEN
- WALL UNDERLAY HORIZONTAL PROFILED METAL WALL CLADDING

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.
10mm OFFSET TO AVOID CONTROL JOINT
STO INTERIOR RENDER SYSTEM
SELECTED CONC.BLOCK
E2/AS1 COMPLIANT FLASHING
SELECTED STOTHERM PANEL
STO ADHESIVE RENDER
STOTHERM MASONRY INSULATION RENDER SYSTEM
STO uPVC END CAP + STO JOINT SEAL OR PEF ROD
6mm MIN.GAP MS SEALANT
E2/AS1 COMPLIANT FLASHING
PROFILED FOAM CLOSURE STRIP UNDER CLADDING
NOMINAL H3.1 TIMBER BATTEN HORIZONTAL PROFILED METAL WALL CLADDING

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.
The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.
The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Stocontractor to insure they have and use the current Sto details and specifications on site.
The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanze Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.
The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanze Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.