STOTHERM MINERAL MASONRY INSULATION SYSTEM

ALU.JOINERY-DOOR HEAD & THRESHOLD DETAIL

STO ADHESIVE RENDER

SELECTED CONC.BLOCK

PREPARE REBATES AND BRUSH APPLY STOFLEXYL TO INTERNAL REBATE. STOFLEXYL WATERPROOFING MESHED TO EXTERNAL REBATE OUT OVER BOARD TO EXTERNAL FACE

STO PREMESHER DRIP EDGE

MS SEALANT CONTINUOUS ACROSS HEAD & DOWN JAMBS

LINE OF CONCRETE BLOCK & FOUNDATION - SHOWN DASHED

TIMBER SILL - ADJUST REBATE/PACKER TO SUIT FLOOR COVERINGS

PREPARE REBATES AND BRUSH APPLY STOFLEXYL WATERPROOFING ON INSITU CONCRETE OR WITH MESH ON MASONRY BLOCKS

STOTHERM RENDER SYSTEM - 150mm MIN. FLOOR SLAB to GROUND LEVEL
100mm MIN. FLOOR SLAB to PAVING

STOTHERM MINERAL
STMI 404
2017

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoan Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.