NO FIXINGS ALLOWED IN (dry joist) FLOOR JOIST

A: INTERSTOREY PANEL JOINT CENTRED 1/3 WAY DOWN FROM TOP OF THE JOIST.

NOTE: INTER-STOREY CONTROL JOINT NOT REQUIRED ON SEASONED OR PROPRIETARY JOISTS. CAVITY CONSTRUCTION IS LIMITED TO TWO STORIES OR 7 METRES. A DRAINED CAVITY IS REQUIRED FOR THIRD STOREY

NOTE: WALL UNDERLAY - ENSURE UNDERLAY RUNS CONTINUOUS OVER JOINT
H3.1 TIMBER CAVITY SPACER or 40mm STO VH CAVITY BATTEN
STOPOREN FACADE PANEL
STOPOREN RENDERN SYSTEM

POREN ADHESIVE MORTAR OR ACC 2 HOUR CONSTRUCTION GLUE

NOTE: POREN PANEL 75mm FIXING ON CAVITY SPACERS or 120mm FIXINGS ON 40mm STO VH CAVITY BATTENS. A STO PVC 12mm CONTROL JOINT IS REQUIRED ON UNSEASONED JOISTS

H3.1 TIMBER CAVITY SPACER or 40mm STO VH CAVITY BATTEN
STOPOREN FACADE PANEL
STOPOREN RENDERN SYSTEM

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.