TIMBER FRAMING TO NZS 3604

DPC

STO RENDER SYSTEM

STOFLEXYL OR LIQUID DPM ON REBATE

PAREN FIXING

WEATHER PROTECTED VENTS TO ACHIEVE MIN. VENTILATION OF 1000mm²/LINEAL METER POSITIONED HARD ON REBATE

STO uPVC CONTROL JOINT OR FINISHING EDGE AT JUNCTION TO FOUNDATION

INSULATION TO EXTERIOR WALLS

INTERNAL LINING

TIMBER FRAMING TO NZS 3604

DPM

WEATHER PROTECTED VENTS TO ACHIEVE MIN. VENTILATION OF 1000mm²/LINEAL METER POSITIONED HARD ON REBATE

STO uPVC CONTROL JOINT OR FINISHING EDGE AT JUNCTION TO FOUNDATION

*NOTE
Minimum rebate 70mm, adjust rebate dimension to suit RAB thickness, frame offset etc.

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoan Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.