STOPOREN RENDER SYSTEM
STOPOREN RENDER MESSED BASECOAT BEHIND PROFILE
ATTACH WITH EPS SUITABLE ADHESIVE - TOPSIDE ONLY
PREMESHED ARCHITECTURAL PROFILE

WALL UNDERLAY - ENSURE UNDERLAY RUNS CONTINUOUS OVER JOINT
ADDITIONAL WALL UNDERLAY DRESSED OVER FLASHING
DRY OR SEASONED TIMBER OR PROPRIETARY FLOOR JOISTS

STOTHERM 20mm VH DRAINED CAVITY
STOPOREN FACADE PANEL
STOPOREN RENDER SYSTEM

1. AS REQUIRED TO LIMIT CONTINUOUS CAVITY CONSTRUCTION TO TWO STOREYS OR 7 METERS. FLASHING BACK AND FRONT COVER TO BE A MINIMUM 35mm EXCLUDING DRAIN EDGES.
2. IN EXTRA HIGH WIND ZONES INCREASE FLASHING COVER TO 60mm AND USE A RIGID UNDERLAY

STO VENTED BASE CAP
INTER-STOREY FLASHING 15°MIN.SLOPE AND 5mm MIN.GAP

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanze Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.