SELECTED MEMBRANE FINISH OVER H3 "C" FACED PLYWOOD LAID TO 1:60MIN.FALL. GLUE & SCREW TO TIMBER JOISTS, ALL EDGES SUPPORTED ON TIMBER MIN. 5mm RADIUS TO PLYWOOD

50/90mm LAP REFER NZBC, TABLE 7 E2/AS1 50X50 ALUMINIUM ANGLE FIXED TO UNDERSIDE OF PLY SUBSTRATE

PREFINISHED METAL SPOUTING SYSTEM ON BRACKETS

MS SEALANT ON PEF ROD ABOVE WEATHER GROOVE

CONTINUOUS BATTEN TO CLOSE OFF CAVITY FROM ROOF SPACE

6mm MAX GAP

TIMBER FRAMING TO NZS3604

POREN FIXING WALL UNDERLAY 20mm DRAINED CAVITY STOPOREN FACADE PANEL ST POREN RENDER SYSTEM

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to insure they have and use the current Sto details and specifications on site.