sto

STOLITE RENDER SYSTEM

MEMBRANE TO RUN UP 150mm MIN.

20mm DRAINED AND VENTED CAVITY

WALL UNDERLAY LAPPED OVER
VENTED CAVITY CLOSER

STO uPVC CLIP-ON FOOT TRAY.
REMOVE BACK TAB IF REQUIRED

MEMBRANE REINFORCING STRIP
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k/ SELECTED MEMBRANE FINISH OVER H3

"C" GRADE FACED PLYWOOD LAID TO A
1:40 MIN. FALL. GLUE AND SCREW TO
TIMBER JOISTS ALL EDGES SUPPORTED
ON TIMBER. 20mm MIN. ANGLE FILLET

/!

NOTE:
- 100mm MIN. FROM FLOOR LEVEL FOR ENCLOSED DECKS

- MIN. FALLS, REFER E2/AS1 - ALLOW FOR TILES IF REQUIRED SCALE 1:2
STOLITE STOLITE CONSTRUCTION SYSTEM SL 507
SYSTEM ENCLOSED DECK CROSS SECTION 2022

The information contained on this page is based on our experience and research at the date of issue. The detail is for use by Registered
Architects, Licensed Designers or Chartered Engineers to assist in developing project details using Sto Systems. Stoanz Ltd reserve the right to
alter or update information at any time without prior notice and it is the responsibility of the designer, project manager or Sto contractor to ensure

they have and use the current Sto details and specifications on site.
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